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MODIFIED WENZEL AND CASSIE EQUATIONS FOR WETTING
ON ROUGH SURFACES∗
XIANMIN XU†
Abstract. We study a stationary wetting problem on rough and inhomogeneous solid surfaces.
We derive a new formula for the apparent contact angle by asymptotic two-scale homogenization
method. The formula reduces to a modified Wenzel equation for geometrically rough surfaces and
a modified Cassie equation for chemically inhomogeneous surfaces. Unlike the classical Wenzel and
Cassie equations, the modified equations correspond to local minimizers of the total interface en-
ergy in the solid-liquid-air system, so that they are consistent with experimental observations. The
homogenization results are proved rigorously by a variational method.
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1. Introduction. Wetting describes how liquid states and spreads on solid sur-
faces. It is a common phenomenon in nature and our daily life. It appears also
in many industrial processes, such as painting, printing, chemical and petroleum in-
dustry, etc. Recently, wetting has arisen much interests in physics, chemistry and
material sciences(see [8, 9, 2, 18] among many others).
The wetting property of a solid surface is mainly characterized by a contact angle,
i.e. the angle between the liquid-air interface and the solid surface. On a planar and
chemically homogeneous surface, the static contact angle θY is given by Young’s
equation[29]:
γLG cos θY = γSG − γSL,
where γLG, γSG and γSL are surface tensions of the liquid-air, solid-air and solid-liquid
interfaces, respectively.
One key problem in wetting is to study how the roughness and chemical inho-
mogeniety of a solid surface affect the apparent contact angle, namely the macroscopic
angle between the liquid-air interface and the solid surface. To answer this question,
there are two very well-known equations, the Wenzel equation[22] and the Cassie
equation[5]. The Wenzel equation characterizes the apparent contact angle θW on a
geometrically rough surface(see the left subfigure in Fig. 1.1):
cos θW = r cos θY , (1.1)
where θY is Young’s angle, and r is a roughness factor, which is the ratio of the area
of the rough surface to the area of the effective planar surface. On the other hand, the
Cassie equation characterizes the apparent contact angle θC on a chemically patterned
surface(see the right subfigure in Fig. 1.1):
cos θC = λ cos θY 1 + (1− λ) cos θY 2, (1.2)
where θY 1 and θY 2 are respectively Young’s angles of the two materials, λ is the area
fraction of material 1 on the surface. Although the two equations are widely used,
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their validity has been challenged recently[12, 3, 16, 10]. The main problem is that the
two equations are seldom consistent with experimental observations that the apparent
contact angle is not unique on a rough surface. This phenomenon is very important in
industrial applications and often referred to contact angle hysteresis(CAH). Obviously,
the classical Wenzel and Cassie equations can not describe CAH phenomena [14, 11,
20, 27].
Fig. 1.1. The contact angle on geometrically and chemically rough surfaces.
Mathematically, the classical Wenzel and Cassie equations can be proved to hold
when considering the global minimizers of the total interface energy in a liquid-air-
solid system[1, 23, 26, 6, 4]. It is also known that the two equations may fail when the
system admits only local minimizers[12, 27], that really happens in CAH phenomena.
To characterize the CAH quantitatively, some modified forms of the Cassie equation
have been developed for chemically patterned surfaces[7, 19, 28]. The modified formu-
las are found to be consistent with experiments very well[17, 19]. The work has been
extended to a special geometrically rough surface in [24]. However, these formulas for
local minimizers have not been proved rigorously. Furthermore, there is no result in
literature for general geometrically and chemically rough surfaces.
In this paper, we consider a wetting problem on a general rough surface, which
includes both geometrical roughness and chemical inhomogeneity. The static liquid-
air interface is described by a minimal surface equation coupled with a contact angle
condition. By the asymptotic two-scale homogenization method, we derive a new
formula for the apparent contact angle of the liquid-air interface. The formula shows
that both the geometric and chemical properties must be averaged on a contact line to
give the correct value for an apparent contact angle. The formula can be reduced to a
modified Wenzel equation for geometrically rough surfaces and a modified Cassie equa-
tion for chemically inhomogeneous surfaces. In comparison with the classical Wenzel
and Cassie equations, the two modified equations correspond to local minimizers of
the system and thus are consistent with experimental observations. Furthermore, we
prove the homogenization results rigorously by a variational approach. More precisely,
we proved that the difference between the liquid-gas interface and the homogenized
surface is of order O(ε), where ε is a small parameter of the roughness. The key idea
of the proof is to construct an auxiliary energy minimizing problem and to estimate
the energy of the minimizer directly. We also discuss how to use the modified Wenzel
and Cassie equations to understand contact angle hysteresis phenomena.
The structure of the paper is as follows. In section 2, we describe a simple
model problem of wetting. In section 3, we do homogenization analysis for the model
problem to derive a formula for the apparent contact angle. In section 4, we discuss
the physical meaning of the formula in various situations to give the modified Wenzel
and Cassie equations. In section 5, we prove the homogenization results rigorously.
In section 6, we give some general discussions on how to use the formula in practice.
Finally, some conclusion remarks are given in section 7.
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2. The mathematical problem. When a vertical solid wall is inserted into a
liquid reservoir, the liquid-air interface will rise or descend along the wall due to the
wetting property of the solid surface. Such a system can be used to study the wetting
phenomena on rough surfaces[14]. A simplified mathematical model for this problem
is described as follows.
As in Fig. 2.1, let the solid surface Sε be given by
Sε := {x = hε(y, z) = εh(y/ε, z/ε)|y ∈ (0, a), z ∈ (−M,M)}, (2.1)
where h(Y,Z) is a periodic function with respect to Y and Z with period 1, a > 0 is a
constant, and M > 0 is large enough. Here ε 1 is a small parameter to characterize
the roughness of the surface. In addition, we also assume that the solid surface is
chemically inhomogeneous in the sense that the (static) Young’s angle on the surface
is given by θs(y/ε, z/ε) with θs(Y,Z) being period in Y and Z with period 1.
Suppose the liquid-gas interface Γε is given by
Γε := {z = uε(x, y)|x ∈ (0, 1), y ∈ (0, a)}, (2.2)
such that |uε| < M and
uε(1, y) = 0. (2.3)
We assume that uε(x, y) is periodic in y with period ε. Furthermore, we denote the
contact line, i.e. the intersection of Sε and Γε, as
Lε :
{
x = φε(y),
z = ψε(y).
(2.4)
It is easy to see that φε and ψε are determined by hε and uε, and periodic with respect
to y with period ε.
Fig. 2.1. The rough surface and the fluid-air interface.
Now we derive the equation satisfied by the function uε. Since we are interested
only in the contact angle between Γε and Sε, we can ignore the gravity. By the
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Young-Laplace equation[15], in equilibrium, the mean curvature κ of the interface Γε
is determined only by the pressure jump across the liquid-air interface,
κ =
[p]
2γ
, (2.5)
where [p] is the pressure jump and γ is the surface tension of the interface. On the
contact line Lε, the microscopic contact angle is equal to the local Young’s angle[29],
nεΓ · nεS = cos θεs(y) (2.6)
where θεs(y) = θs(
y
ε , ψε(y)), n
ε
Γ and n
ε
S are the unit normal vectors of the liquid-air
interface and the solid surface, respectively, defined as,
nεΓ :=
(−∂xuε,−∂yuε, 1)T√
1 + (∂xuε)2 + (∂yuε)2
, nεS :=
(1,−∂yhε,−∂zhε)T√
1 + (∂yhε)2 + (∂zhε)2
. (2.7)
For simplicity, we assume the pressure jump [p] = 0, then the equations (2.5),
(2.6) and the boundary condition (2.3) can be rewritten as
div
(
∇uε√
1+|∇uε|
)
= 0, in Dε
nεS · nεΓ = cos θεs, on Lεp,
uε(1, y) = 0,
uε(x, y) is periodic in y with period ε,
(2.8)
where ∇ = (∂x, ∂y)T , div := ∂x + ∂y, and
Dε := {(x, y)|φε(y) < x < 1, 0 < y < a}, and Lεp := {(x, y)|x = φε(y), 0 < y < a}.
(2.9)
Here we use the standard formula for mean curvature κ = div
( ∇uε√
1+|∇uε|
)
.
When ε is small, Γε is a perturbation of a homogenized surface Γ0(see Fig. 2.2):
Γ0 := {z = u0(x)|y ∈ (0, a), x ∈ (0, 1)}, (2.10)
where u0 is a function depending only in x. Denote θa the angle between Γ
0 and the
macroscopic solid surface
S0 := {x = 0|y ∈ (0, a), z ∈ (−M,M)}.
We are mainly interested in how the macroscopic apparent contact angle θa depends
on local geometric and chemical roughness near the contact line.
In the end of the section, we would like to remark that, in general the equa-
tion (2.8) may not admit a solution, since the associated minimal surface may not
be z-graph. This happens in the Cassie-Baxter state of wetting, where air may be
trapped under liquid[6]. In this paper, we always assume (2.8) admits a solution.
3. Homogenization. In this section, we derive the formula for the homogenized
interface Γ0 and the apparent contact angle θa by asymptotic two-scale homogeniza-
tion analysis. Since ε is small, we can assume that the solution uε of (2.8) is oscillating
mainly in the vicinity of the contact line Lε. Far from Lε, we can assume that the
interface Γε is a perturbation of a macroscopic surface Γ0. We can do outer and inner
expansions of uε as follows.
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Fig. 2.2. The homogenized interface and the apparent contact angle.
Outer expansion. Far from the contact line Lε, we let
uε(x, y) = u0(x) + εu1(x,
y
ε
) + ε2u2(x,
y
ε
) + · · · . (3.1)
Denote the fast parameter Y = yε , then ui(x, Y ) is periodic in Y with period 1 for
i ≥ 1, and ∂y = ε−1∂Y .
Substitute the above expansion to the first equation of (2.8). The leading order
in ε of the equation is
∂Y
( ∂Y u1√
1 + (∂xu0)2 + (∂Y u1)2
)
= 0. (3.2)
This leads to
∂Y u1√
1 + (∂xu0)2 + (∂Y u1)2
= c0(x),
for some function c0(x) depending only in x and such that |c0(x)| < 1. Direct calcu-
lations give
(∂Y u1)
2 =
c20(1 + (∂xu0)
2)
1− c20
=: c1(x).
This leads to
u1 = ±
√
c1(x)Y + c2(x),
for a function c2 independent of Y . Noticing that u1 is periodic in Y with period 1,
we have c1(x) = 0 and u1 depends only in x.
The next order of the expansion of the first equation of (2.8) gives
∂x
( ∂xu0√
1 + (∂xu0)2
)
+ ∂Y
( ∂Y u2√
1 + (∂xu0)2
)
= 0. (3.3)
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Integral the equation with respect to Y in the interval (0, 1). Noticing that u2 is
period in Y with period 1, we have
∂x
( ∂xu0√
1 + (∂xu0)2
)
= 0. (3.4)
This implies
∂xxu0 = 0, (3.5)
i.e. u0(x) is a linear function of x.
Now we consider the boundary conditions. Substitute the expansion (3.1) to the
third equation of (2.8). The leading order implies that u0(1) = 0. Together with
(3.5), we have
u0 = k(1− x), (3.6)
for some constant k. The equation implies that the homogenized liquid-air interface
Γ0 is planar and has an apparent contact angle(with respect to S0) given by
cos θa =
k√
1 + k2
. (3.7)
Inner expansions. Now we consider the expansion of uε near the contact line L
ε.
We assume that the interface oscillates around {z = uˆ0} near the rough solid surface:
uε(x, y) = uˆ0 + εuˆ1(X,Y ) + ε
2uˆ2(X,Y ) + · · · , (3.8)
where X = xε , Y =
y
ε and uˆi(X,Y ) is periodic in Y with period 1, i ≥ 1. Since the
contact line Lε = {(x, y, z) : x = φε(y), z = ψε(y)} is the intersection of Γε and Sε,
we also have
φε(y) = εφˆ1(Y ) + ε
2φˆ2(Y ) + · · · , (3.9)
and
ψε(y) = uˆ0 + εψˆ1(Y ) + · · · .
Direct calculations lead to
∇ = ε−1∇X,
with ∇X = (∂X , ∂Y ) , and
nεΓ = n
0
Γ + εn
1
Γ + · · · , (3.10)
with
n0Γ =
(−∂Xu1,−∂Y u1, 1)√
1 + |∇Xu1|2
. (3.11)
We submit the expansion (3.8) to the first equation of (2.8). On the leading order,
we have
∇X ·
(
∇Xuˆ1√
1 + (∇Xuˆ1)2
)
= 0, X > φˆ1(Y ), (3.12)
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The apparent contact angle. We now derive how the apparent contact angle θa
depends on the microscopic properties in the system. We will need the matching
condition between the inner and outer expansions:
lim
x→0
u0 = uˆ0, lim
x→0
∂xu0 = lim
X→∞
∂X uˆ1, lim
x→0
∂yu0 = lim
X→∞
∂Y uˆ1. (3.13)
Integral the equation (3.12) in a domain
DˆT = {(X,Y ) : φˆ1(Y ) < X < T, 0 < Y < 1},
for any T > 0. Integration by part leads to
0 =
∫
DˆT
∇X ·
(
∇Xuˆ1√
1 + (∇Xuˆ1)2
)
dXdY
= −
∫
Lˆp
∇Xuˆ1√
1 + (∇Xuˆ1)2
· (1,−∂Y φˆ1)
T√
1 + (∂Y φˆ1)2
dS +
∫ 1
0
∇Xuˆ1√
1 + (∇Xuˆ1)2
|X=T · (1, 0)TdY,
(3.14)
where Lˆp := {(X,Y )|X = φˆ1(Y ), 0 < Y < 1}. This further leads to∫ 1
0
∂X uˆ1√
1 + (∇Xuˆ1)2
|X=TdY =
∫
Lˆp
∇Xuˆ1√
1 + (∇Xuˆ1)2
· (1,−∂Y φˆ1)
T√
1 + (∂Y φˆ1)2
dS. (3.15)
Let T goes to infinity. Using the matching condition (3.13), the left hand side
term of (3.15) reduces to,
lim
T→∞
∫ 1
0
∂X uˆ1√
1 + (∇Xuˆ1)2
|X=TdY = ∂xu0√
1 + (∂xu0)2
=
−k√
1 + k2
= − cos θa. (3.16)
For the right hand side term, we get∫
Lˆp
∇Xuˆ1√
1 + (∇Xuˆ1)2
· (1,−∂Y φˆ1)
T√
1 + (∂Y φˆ1)2
dS =
∫
Lˆp
(∂Xu1, ∂Y u1,−1)√
1 + (∇Xuˆ1)2
· (1,−∂Y φˆ1, 0)
T√
1 + (∂Y φˆ1)2
dS
= −
∫
Lˆp
n0Γ ·m0LdS. (3.17)
Here n0Γ is defined in (3.11) and m
0
L :=
(1,−∂Y φˆ1,0)T√
1+(∂Y φˆ1)2
, which is the inner normal of Lˆp.
The above three equations implies
cos θa =
k√
1 + k2
=
∫
Lˆp
n0Γ ·m0LdS =
∫ 1
0
(n0Γ ·m0L)
√
1 + (∂Y φˆ1)2dY. (3.18)
In reality, it is more convenient to use the integral on Lεp instead of on Lˆ
ε
p. Denote
mεL =
(1,−∂yφε, 0)√
1 + (∂yφε)2
(3.19)
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the inner normal of Lεp. It is easy to see that
mεL = m
0
L + εm
1
L + · · · .
By the equation (3.9),(3.10) and the above expansion, we could use the following
formula instead of (3.18):
cos θa ≈
∫
−
ε
0
(nεΓ ·mεL)
√
1 + (∂yφε)2dy. (3.20)
Hereinafter, we use the notation
∫−ε
0
= 1ε
∫ ε
0
. The inner product nεΓ ·mεL in the equation
can be understood as follows. Denote
τεL :=
(∂yφε, 1, ∂yψε)
T√
1 + (∂yφε)2 + (∂yψε)2
,
the unit tangential vector of the contact line Lε. If we define an angle θεg on L
ε(see
Fig. 2.2),
θεg(y) := arcsin((m
ε
L × nεS) · τεL), (3.21)
that depends only in the geometric property of the rough surface on the contact
line. Noticing nεΓ · nεS = cos θεs(y) on Lε(see in (2.8)), and the geometric relation
τεL ·mεL = 0, τεL · nεΓ = 0, and τεL · nεS = 0, we easily have
nεΓ ·mεL = cos(θεs(y)− θεg(y)). (3.22)
Combing the equations (3.6)-(3.7) and (3.20)-(3.22), we know that Γ0 is a planar
surface:
z = u0(x) := k(1− x), (3.23)
and the apparent contact angle θa is given by
cos θa =
k√
1 + k2
=
∫
−
ε
0
cos
(
θεs(y)− θεg(y)
)√
1 + (∂yφε)2dy. (3.24)
The formula (3.24) characterizes how the macroscopic contact angle depends on the
local chemical and geometric information of the rough surface on the contact line.
4. The modified Wenzel equation and the modifed Cassie equation.
In this section, we will describe the physical meanings of (3.24). We can see that
the equation gives some new results which are different from the classical Wenzel and
Cassie equations. Specifically, we will derive a modified Cassie equation for chemically
patterned surface and a modified Wenzel equation for geometrically rough surface.
Young’s angle. Firstly, we show that when the solid surface is flat and homoge-
neous(see Fig. 4.1(a)), the equation (3.24) will give a Young’s angle. Actually, when
the surface is flat, the solid boundary is given by {x = 0}. The normal vector mL
is parallel to nS . Then we have θg = 0. Since the surface is homogeneous, the static
contact angle function θεs(y) is equal to a constant θY . Furthermore, the contact line
is in the solid surface so that φε = 0. So the equation (3.24) is reduced to
cos θa = cos θY . (4.1)
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(a) homogeneous planar solid surface (b) inhomogeneous planar solid surface
(c) inhomogeneous planar solid surface with
striped pattern
Fig. 4.1. A flat solid surface and the fluid-fluid interfaces
This implies θa = θY , i.e. the macroscopic contact angle is equal to Young’s angle
of the solid surface. This is consistent with the physical principle that, on a planar
homogeneous surface, the contact angle is Young’s angle.
The modified Cassie equation. If the surface is flat but inhomogeneous, the solid
surface is still given by {x = 0}. This is shown in Fig. 4.1(b), where the colormap on
the solid surface implies the inhomogeneity of the surface, i.e. θs(Y,Z) is a periodic
function. In this case, we still have θεg = 0 and φε = 0. The homogenized equation is
reduced to
cos θa =
∫
−
ε
0
cos θs(y/ε, ψε(y))dy. (4.2)
The equation implies that the apparent contact angle is a line average of Young’s angle
along the contact line. The equation (4.2), regarded as the modified Cassie equation,
has been derived formally in[28]. On chemically patterned surface, i.e. the solid
surface is composed by two materials, the modified Cassie equation is also proposed
in [19]. It turns out that the modified Cassie equation can describe the contact angle
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hysteresis on chemically inhomogeneous surface, and is consistent with some recent
experiments[19, 17].
It is easy to see the equation (4.2) is different from the classical Cassie equation
cos θa =
∫
−
ε
0
∫
−
ε
0
cos θs(y/ε, z/ε)dydz, (4.3)
which says that the cosine of the apparent contact angle is an area average of the
cosine of the Young’s angle in chemically inhomogeneous surface. However, in some
special situation where the energy in the system has a unique minimizer, the two
equations can be equivalent. To show that, we consider an example with a chemically
patterned surface as in Figure 4.1(c), where the Young’s angle θs(y/ε) is a periodic
function in y. In this example, it is easy to see that both equations (4.2) and (4.3)
reduce to the same equation
cos θa =
∫
−
ε
0
cos θs(y/ε)dy.
More discussions on their differences and relations we refer to [28].
The modified Wenzel’s equation. When the solid surface is chemically homoge-
neous but geometrically rough, we have θs(y/ε, z/ε) ≡ θY . The equation (3.24) is
reduced to
cos θa =
∫
−
ε
0
cos
(
θY − θεg(y)
)√
1 + (∂yφε)2dy. (4.4)
This equation means that the cosine of the apparent contact angle is equal to the
linear average of the cosine of the Young’s angle subtracting a geometric angle on the
contact line. We call this equation a modified Wenzel equation.
In the following, we discuss the relation between the equation (4.4) and the clas-
sical Wenzel equation
cos θa = r cos θY , (4.5)
where the roughness parameter
r =
∫
−
ε
0
∫
−
ε
0
√
1 + (∂yhε)2 + (∂zhε)2dydz
is the ratio between the area of the rough surface and the effective planar surface.
In some special case, the equation (4.4) is reduced to the equation (4.5). For
example, when the solid surface is a wave-like surface given by {x = εh(y/ε)} for
a periodic function h(Y )(see Fig. 4.2(a)). In this case, we have φε(y) = hε(y) and
θεg = 0. Thus, the equation (4.4) can be reduced to
cos θa =
∫
−
ε
0
√
1 + (∂yhε)2dy cos θY = r cos θY ,
i.e. the classical Wenzel equation.
In general, the contact angle given by the modified Wenzel equation (4.4) is
different from the equation (4.5). For example, if we consider a wavelike solid surface
is given by {x = εh(z/ε)} for a periodic function h(Z)(see Fig. 4.2(b)), it is easy to
see that a planar liquid-air interface, i.e. uε(x, y) = k(1 − x) for some constant k,
Modified Wenzel and Cassie equations for wetting on rough surfaces 11
satisfies the equation (2.8), once the local contact angle is equal to θY . In this case we
have φε is a constant function and θ
ε
g|Lε is a constant depending only on the position
of the contact line. The equation (3.24) is reduced to
cos θa = cos(θY − θεg|Lε), or equivalently θa = θY − θεg|Lε , (4.6)
The situation is more clearly in side view. As shown in Fig. 4.2(c), suppose the Young
angle is equal to 90o, then the equation (2.8) can have multiple solutions(the light
blue dashed lines). These solutions correspond to different apparent contact angles
due to different θεg. All these angles satisfies the modified Wenzel equation (4.4), or
equivalently (4.6). In comparison, the equation (4.5) gives only a unique apparent
angle on the surface and can not describe all the solutions.
(a) wave like surface x = εh(y/ε) (b) wave like surface x = εh(z/ε)
(c) sideview of the surface x = εh(z/ε)
Fig. 4.2. Rough surface and the fluid-fluid interfaces
The difference between the modified Wenzel equation (4.4) and the classical Wen-
zel equation (4.5) can be understood as follows. While the classical Wenzel equation
corresponds to the global minimizer of the total surface energy in the system[6], the
modified Wenzel equation, which is derived from the equilibrium equation (2.8), may
correspond to the local minimizers in the system. Since the minimizer is not unique
in general, the contact angle given by the modified Wenzel equation (4.4) can be dif-
ferent from that given by the classical Wenzel equation (4.5), as shown in the previous
example.
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5. Rigorous proof. In this section, we will prove rigorously the homogenization
result by asymptotic analysis in Section 3. For that purpose, we need the following
assumption:
ν := max
y
∣∣∣ cos(θεs + θεg)√1 + (∂yφε)2∣∣∣ < 1. (5.1)
This assumption implies that the two-phase flow system in partial wetting regime. In
addition, to avoid technical complexity, we assume h(Y,Z) ≤ 0, so that φε < 0.
The main result is the following theorem.
Theorem 5.1. Let uε ∈ C2(Dε) be the solution of (2.8) and u0 ∈ C2(0, 1) be
the homogenized function of uε given by (3.23) and (3.24). Then we have
max
x∈(0,1)
∣∣u¯ε(x)− u0(x)∣∣ ≤ C1ε, (5.2)
max
y∈(0,ε)
‖uε(x, y)− u0(x)‖L1(0,1) ≤ C2ε, (5.3)
for two constants C1 and C2 independent of ε. Here u¯ε(x) :=
∫−ε
0
uε(x, y)dy.
The difficulty of the proof of the theorem relies on the fact that the solution of
(2.8) is not unique. Our proof of Theorem 5.1 is based on the following idea. For any
specific solution uε of the equation (2.8), we will establish an auxiliary variational
problem, which has a unique minimizer. Then we utilize the variational problem to
prove Theorem 5.1.
Fig. 5.1. Rough surface and the fluid-fluid interfaces
Hereinafter, we assume that uε is one specific solution of the equation (2.8). The
contact line Lε is given by {x = φuεε (y), z = ψuεε (y)}. Here, to explicitly show the
dependence in uε, we use φ
uε
ε and ψ
uε
ε instead of φε and ψε in previous sections.
Similarly, we denote θuεs (y) := θs(y/ε, ψε(y)) and θ
uε
g := θg(y/ε, ψε(y)), instead of θ
ε
s
and θεg. We denote
Suε := {(x, y, z)|x = φuεε (y), 0 < y < ε,−M < z < M}
a wave-like solid surface as shown in Fig. 5.1, and
Duε := {(x, y)|φuεε (y) < x < 1, 0 < y < ε}
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with the left boundary
Luεp := {(x, y)|x = φuεε (y), 0 < y < ε}.
Introduce a functional space
V := {v ∈W 1,2(Duε)|v satisfies the periodic condition in y and v(1, y) = 0.}
For any v ∈ V, we define an energy functional
Euε(v) = 1
ε
∫
Duε
√
1 + |∇v|2dxdy −
∫
−
ε
0
v(φuεε (y), y) cos(θ
uε
s + θ
uε
g )
√
1 + (∂yφ
uε
ε )2dy.
(5.4)
We define a variational problem as follows,
min
v∈V
Euε(v). (5.5)
For the problem (5.5), we first have the following lemma.
Lemma 5.2. Let uε ∈ C2(Duε) be a solution of (2.8), and Euε be defined in
(5.4). Then uε is the unique minimizer of the problem (5.5).
Proof. The proof of the lemma includes two steps. We first prove that uε satisfies
the Euler-Lagrangian equation of (5.5), then we prove the problem (5.5) is convex.
Step 1. The proof of the first statement is based on a standard argument. Suppose
u ∈ V be a (local) minimizer of Euε . Then for any w ∈ C∞(D) such that w(1, y) = 0
and the periodic condition in y, we have
Euε(u) ≤ Euε(u+ tw), if |t| small enough.
Denote I(t) = Euε(u+ tw), we then have I ′(0) = 0. Notice that
I(t) =
∫
−
ε
0
∫ 1
φuεε
√
1 + |∇u+ t∇w|2dxdy
−
∫
−
ε
0
√
1 + |∂yφuεε |2 cos(θuεY + θuεg )(u(φuεε , y) + tw(φuεε , y))dy.
Direct computations give
I ′(0) =
∫
−
ε
0
∫ 1
φuε
∇u · ∇w√
1 + |∇u|2 dxdy −
∫
−
ε
0
√
1 + |∂yφuε |2 cos(θuεY + θuεg )w(φuε , y)dy
(5.6)
For the first term in the right hand side, integration by part leads to∫
−
ε
0
∫ 1
φuε (y)
∇u · ∇w√
1 + |∇u|2 dxdy
=− 1
ε
∫
Luεp
∇u√
1 + |∇u|2 ·
(1,−∂Y φuεε )√
1 + (∂Y φ
uε
ε )2
wds−
∫
−
ε
0
∫ 1
φuεε
div
(
∇u√
1 + |∇u|2
)
wdxdy
=
∫
−
ε
0
√
1 + (∂yφuε)2n
ε
Γ ·mεLwdy −
∫
−
ε
0
∫ 1
φuε
div
(
∇u√
1 + |∇u|2
)
wdxdy (5.7)
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where nεΓ and m
ε
L are defined in (2.7) and (3.19). Therefore, I
′(0) = 0 implies
−
∫
−
ε
0
∫ 1
φuεε
div
(
∇u√
1 + |∇u|2
)
wdxdy
+
∫
−
ε
0
√
1 + (∂yφ
uε
ε )2(n
ε
Γ ·mεL − cos(θuεY + θuεg ))wdy = 0,
for all w. Therefore, the Euler-Lagrangian equation of the problem (5.5) is given by
div
(
∇u√
1 + |∇u|2
)
= 0, in Duε (5.8)
nεΓ ·mεL − cos(θuεY + θuεg ) = 0, on Luεp . (5.9)
Notice the definition of θuεg in (3.21), the equation (5.9) is equivalent to
nεΓ · nεS = cos θuεY , on Luεp .
By equation (2.8), it is easy to see that uε satisfies (5.8) and the above boundary
condition.
(2). To finish the proof of the lemma, we need only prove the convexity of the
functional Euε . Notice that √1 + t2 is strictly convex. Then for any u1, u2 ∈ V,
u1 6= u2, and 0 < t < 1, let ut = tu1 + (1− t)u2. Then we have
Euε(ut) =
∫
−
ε
0
∫ 1
φuε
√
1 + |t∇u1 + (1− t)∇u2|2dxdy
−
∫
−
ε
0
√
1 + (∂yφuε)2 cos(θ
uε
Y + θ
uε
g )(tu1 + (1− t)u2)dy
< tEuε(u1) + (1− t)Euε(u2).
In the following, we estimate the difference between uε and u0 by utilizing the
energy minimizing problem (5.5). Similar technique has been used to verify the Wenzel
equation in [6].
We firstly estimate the difference between v ∈ V and its average:
v¯ :=
∫
−
ε
0
v(x, y)dy. (5.10)
This is given by the following lemma.
Lemma 5.3. For any v ∈ V, v¯ is defined as (5.10), we have
max
y∈(0,ε)
‖v − v¯‖L1(0,1) ≤ E
uε(v)
1− ν ε.
where ν is defined in (5.1).
Proof. For each y ∈ (0, ε), we have∫ 1
0
|v¯(x)− v(x, y)|dx =
∫ 1
0
|
∫
−
ε
0
v(x, yˆ)− v(x, y)dyˆ|dx
≤
∫ 1
0
∫
−
ε
0
∫ ε
0
|∂yv(x, y˜)|dy˜dyˆdx
=
∫ 1
0
∫ ε
0
|∂yv(x, y˜)|dy˜dx ≤ ε
∫
−
ε
0
∫ 1
0
√
1 + |∇v|dxdy˜. (5.11)
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Notice that ∣∣∣∫−ε
0
√
1 + (∂yφuε)2v cos(θ
uε
Y + θ
uε
g )dy
∣∣∣
≤ν
∫
−
ε
0
|v(φuε(y), y)|dy = ν
∫
−
ε
0
|
∫ 1
φuε
∂xv(x, y)dx|dy
≤ν
∫
−
ε
0
∫ 1
φuε
|∂xv(x, y)|dxdy < ν
∫ 1
0
∫ 1
φuε
√
1 + |∇v|2dxdy.
This leads to
Euε(v) > (1− ν)
∫
−
ε
0
∫ 1
φuε (y)
√
1 + |∇v|2dxdy. (5.12)
Combining the estimate (5.11) and (5.12), we finish the proof of the lemma.
The next lemma is a technical result, which estimates the difference between v¯(0)
and v on the left boundary.
Lemma 5.4. For any v ∈ V, we have∫
−
ε
0
|v(φuε(y), y)− v¯(0)|dy ≤ 2
1− ν
(
(1 + ‖h‖∞)ε+ Euε(vε)− Cε
)
, (5.13)
with Cε = infv Euε(v) = Euε(uε), and ‖h‖∞ = maxY,Z h(Y,Z).
Proof. Firstly, we have∫
−
ε
0
|v(φuε(y), y)− v¯(0)|dy ≤
∫
−
ε
0
∣∣∣v(φuε(y), y)− ∫−ε
0
v(x, y)dx
∣∣∣dy
+
∫
−
ε
0
∣∣∣∫−ε
0
(v(x, y)− v¯(x))dx
∣∣∣dy + ∣∣∣∫−ε
0
v¯(x)dx− v¯(0)
∣∣∣
=:I1 + I2 + I3.
We can estimate Ii term by term. Notice that φ
uε < 0, we have
I1 =
∫
−
ε
0
∣∣∣∫−ε
0
v(φuε(y), y)− v(x, y)dx
∣∣∣dy ≤ ∫−ε
0
∫
−
ε
0
∫ ε
φuε
|∂xv(x˜, y)|dx˜dxdy
=
∫
−
ε
0
∫ ε
φuε
|∂xv(x˜, y)|dx˜dy,
I2 =
∫
−
ε
0
∣∣∣∫−ε
0
∫
−
ε
0
v(x, y)− v(x, y˜)dy˜dx
∣∣∣dy ≤ ∫−ε
0
∫
−
ε
0
|∂yv(x, yˆ)|dyˆdx,
and
I3 =
∣∣∣∫−ε
0
∫
−
ε
0
v(x, y)− v(0, y)dydx
∣∣∣ ≤ ∫−ε
0
∫
−
ε
0
∫ ε
0
|∂xv(xˆ, y)|dxˆdydx
=
∫
−
ε
0
∫ ε
0
|∂xv(xˆ, y)|dxˆdy.
Then we have∫
−
ε
0
|v(φuε(y), y)− v¯(0)|dy ≤ 2
∫
−
ε
0
∫ ε
φuε (y)
√
1 + |∇v|2dxdy =: I4. (5.14)
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We need only estimate the term I4.
For v ∈ V, we define a function by translation
Tδv :=
{
0 if x ∈ [1− δ, 1],
v(x+ δ) if x ∈ [φuε(y), 1− δ].
We can easy see that Tδvε ∈ X. Direct computations give
Euε(v)− Euε(Tδv) =
∫
−
ε
0
(∫ φuε+δ
φuε (y)
√
1 + |∇v|2dx−
∫ 1
1−δ
√
1 + |∇Tδv|2dx
)
dy
−
∫
−
ε
0
√
1 + (∂yφuε)2(v(φ
uε(y), y)− v(φuε(y) + δ, y) cos(θuεs − θuεg )dy
≥
∫
−
ε
0
∫ φuε+δ
φuε (y)
√
1 + |∇v|2dxdy − δ − ν
∫
−
ε
0
∫ φuε+δ
φuε (y)
|∂xv(x, y)|dxdy
≥(1− ν)
∫
−
ε
0
∫ φuε+δ
φuε (y)
√
1 + |∇v|2dx− δ
Setting δ = (1 + ‖h‖∞)ε, and using Eε(Tδvε) ≥ Cε, the above equation and (5.14)
implies (5.13).
We now introduce an energy minimizing problem for the homogenized problem.
Define a functional space,
V1 := {v ∈W 1,2(0, 1) : v(1) = 0}.
For any v(x) ∈ V1, we define,
E(v) =
∫ 1
0
√
1 + v2xdx− v(0) cos θa, (5.15)
where θa = arccos
(∫−ε
0
√
1 + ∂yφuε cos(θ
uε
Y + θ
uε
g )dy
)
. The following lemma bounds
the energy E(u¯ε) by Euε(uε).
Lemma 5.5. Let u¯ε be the average of uε. We have
E(u¯ε) ≤ Euε(uε) + 2ν
1− ν (1 + ‖h‖∞)ε.
Proof. For each x ∈ [0, 1], it is easy to see that
|∂xu¯ε(x)| =
∣∣∣∫−ε
0
∂xuε(x, y)dy
∣∣∣ ≤ ∫−ε
0
|∂xuε(x, y)|dy =: s0.
By convexity of f(s) =
√
1 + s2, we have∫
−
ε
0
√
1 + |∂xuε|2dy =
∫
−
ε
0
f(|∂xuε|)dy ≥
∫
−
ε
0
f(s0) + f
′(s0)(|∂xuε| − s0)dy
= f(s0) =
√
1 + (∂xu¯ε)2.
This leads to∫
−
ε
0
∫ 1
φε
√
1 + |∇uε|2dxdy ≥
∫
−
ε
0
∫ 1
0
√
1 + |∂xuε|2dxdy ≥
∫ 1
0
√
1 + |∂xu¯ε|2dx.
(5.16)
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The surface term in E(u¯ε) is given by
I1 = −u¯ε(0) cos θa = −u¯ε(0)
∫
−
ε
0
√
1 + (∂yφuε)2 cos(θ
uε
Y + θ
uε
g )dy,
and the surface energy term in Euε(uε) is given by
I2 = −
∫
−
ε
0
√
1 + (∂yφuε)2 cos(θ
uε
Y + θ
uε
g )uε(φ
uε(y), y)dy.
We easily see that
|I1 − I2| =
∣∣∣∫−ε
0
√
1 + (∂yφuε)2 cos(θ
uε
Y + θ
uε
g )(uε(φ
uε(y), y)− u¯ε(0))dy
∣∣∣
≤ ν
∫
−
ε
0
|uε(φuε(y), y)− u¯ε(0)|dy.
By Lemma 5.4, noticing that Cε = Euε(uε), we have
|I1 − I2| ≤ 2ν
1− ν (1 + ‖h‖∞)ε.
Combining the equation with (5.16), we finish the proof of the lemma.
The next lemma characterize the minimizer of the functional E(v).
Lemma 5.6. Let u0 be the homogenized function of uε given by (3.23) and (3.24).
Then u0 is the unique minimizer of E(v) in V1, and satisfies
Cε − ε‖h‖∞ ≤ E(u0) ≤ 1,
where Cε = infv∈V Euε(v) = Euε(uε).
Proof. By convexity of E(v), we know that E(v) has a unique minimizer, satisfying
the Euler-Lagrangian equation
∂x
(
∂xv
1+|∂xv|
)
= 0, in (0, 1),
− ∂xv√
1+|∂xv|2
= cos θa, at x = 0,
v(1) = 0.
It is easy to see that u0 = k(1 − x) with k such that k√1+k2 = cos θa is a solution of
the above equation. So it is the unique minimizer of E(v) in V1. Furthermore,
E(u0) =
√
1 + k2 − k cos θa = 1√
1 + k2
≤ 1.
In addition, for any v ∈ V1, define
v˜(x, y) :=
{
v(x) if (x, y) ∈ Duε , 0 ≤ x ≤ 1
v(0) if (x, y) ∈ Duε , x < 0.
Then v˜ ∈ V, and we have
Euε(v˜) =
∫
−
ε
0
∫ 1
φuε
√
1 + (∂xv˜)2dxdy −
∫
−
ε
0
√
1 + (∂yφuε)2v(0) cos(θ
uε
Y + θ
uε
g )dy
≤
∫ 1
0
√
1 + (∂xv)2dx+ ‖φuε‖∞ − v(0) cos θa
≤ E(v) + ε‖h‖∞.
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We then have that E(u0) ≥ infv Euε(v)− ε‖h‖∞.
Using these lemmas, we are ready to prove the main theorem.
Proof of Theorem 5.1. By Lemma 5.2 and Lemma 5.6, we know that uε is the
unique minimizer of Eε in V, and u0 is the unique minimizer of E(v) in V1.
Notice that
‖uε(·, y)− u0‖L1(0,1) ≤ ‖uε(·, y)− u¯ε‖L1(0,1) + ‖u¯ε − u0‖L1(0,1)
≤ Eε(uε)
1− ν ε+ ‖u¯ε − u0‖L1(0,1)
≤ 1 + ε‖h‖∞
1− ν ε+ maxx∈(0,1)
∣∣u¯ε − u0∣∣. (5.17)
where we use Lemma 5.3 and Lemma 5.6. In the following, we need only prove (5.2),
i.e. to estimate maxx∈(0,1)
∣∣u¯ε−u0∣∣ ≤ C2ε, since the equation implies (5.3) by setting
C1 = C2 +
1+ε‖h‖∞
1−ν .
By Lemma 5.5 and Lemma 5.6, we have
E(u0) ≤ E(u¯ε) ≤ Euε(uε) + 2ν
1− ν (1 + ‖h‖∞)ε
≤ E(u0) + 2ν
1− ν (1 + ‖h‖∞)ε+ ε‖h‖∞ ≤ E(u0) +
1 + ν
1− ν (1 + ‖h‖∞)ε.
So
0 ≤ E(u¯ε)− E(u0) ≤ 1 + ν
1− ν (1 + ‖h‖∞)ε.
Notice u¯ε and u0 are both continuous functions in (0, 1). Let x
∗ ∈ (0, 1) be the point
where |u¯ε(x) − u0(x)| attains its maximum value. Define a piecewise linear function
w(x) satisfies
w(0) = u¯ε(0), w(1) = u¯ε(1), w(x
∗) = u¯ε(x∗).
Then we easily have
E(u0) ≤ E(w) ≤ E(u¯ε).
This gives
0 ≤ E(w)− E(u0) ≤ 1 + ν
1− ν (1 + ‖h‖∞)ε,
and leads to |w(x∗)− u0(x∗)| ≤ C2ε, with C2 = 1+ν1−ν (1 + ‖h‖∞)ε. This implies (5.2).

6. General discussions. In this section, we discuss how to use the modified
Wenzel and Cassie equations (or the formula (3.24)) in practice. In equation (3.24),
the position of the contact line is not known a priori, since it is usually difficult to
predict which local minimizer a real system will finally arrive at. However, there
are some possible ways to use the formula. Firstly, it is possible that the position
of the contact line can be experimentally determined[10]. In this case, one can use
the equation directly. Secondly, in many cases, people may be only interested in
contact angle hysteresis, i.e. the largest and the smallest apparent contact angles in
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the system. Then, one may use our formula to obtain the two angles by checking for
some possible contact lines[28]. In the following, we will show this by a few simple
examples.
We first consider a two-dimensional drop on a solid surface. In this case, the
contact line becomes a point and the equation (3.24) reduces to
θa = θs(xct)− θg(xct), (6.1)
where xct is the contact point. We will use this equation to quantify the contact
angle hysteresis in the system. For simplicity, we suppose the solid surface is either
chemically patterned (see Fig. 6.1) or geometrically rough (see Fig. 6.2). In the former
case, the solid surface is composed by two materials, with different Young’s angles
θY 1 and θY 2 (θY 1 > θY 2). Since the solid surface is flat, the geometric angle θg
in equation (6.1) is 0. The equation implies that the apparent contact angle θa is
either θY 1 or θY 2 depending on the location the contact point. By the definition
of contact angle hysteresis, we easily see that the largest apparent contact angle(or
the advancing angle) is θY 1 and the smallest contact angle(or the receding angle) is
θY 2, as shown in Fig. 6.1. In geometrically rough surface case, Young’s angle θY is
a constant. The equation (6.1) implies that the apparent contact angle is θY minus
a geometric angle, which by definition is equal to the angle between the tangential
line of the solid surface and the horizontal effective surface. The geometric angle may
be positive or negative depending on the relative position of the tangential line with
respect to the horizontal surface. By careful computations, we could see that the
largest apparent contact angle is θY + θg1 and the smallest one is θY − θg2, where θg1
and θg2 are positive numbers, as shown in Fig. 6.2.
θY1 θY2
Fig. 6.1. The advancing and receding contact angles on a chemically patterned surface.
θY
θg1 θY θg2
Fig. 6.2. The advancing and receding contact angles on a geometrically rough surface.
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We then consider a three-dimensional problem with chemically patterned surface
as shown in Fig. 6.3. The basis is made of a material with Young’s angle θY 1 and the
patterns correspond to Young’s angle θY 2 (θY 1 > θY 2). When a liquid drop is put in
the center area of the surface, there might be many contact lines. Notice the equation
(3.24) reduces to
cos θa =
∫
−
CL
cos θY ds ≈ λ cos θY 1 + (1− λ) cos θY 2,
where λ is the length fraction of the contact line in material 1. This implies that
different contact lines may correspond to different apparent angles since λ may change.
Nevertheless, we easily see that the largest apparent contact angle is θY 1 corresponding
to a contact line located entirely in material 1 (as shown in the left sub-figure of
Fig. 6.3), and the smallest one is given by
cos θrec =
r
ε
cos θY 1 + (1− r
ε
) cos θY 2,
corresponding to a contact line periodically crossing the patterns (as shown in the
right sub-figure of Fig. 6.3). They are the advancing and receding contact angles,
respectively.
Fig. 6.3. The advancing and receding contact lines on a chemically patterned surface.
For a geometrically rough surface in three dimension, the situation is much more
complicated than the previous case, since the geometric angle varies on a contact line
and the coefficient
√
1 + |∂yφε|2 now has an effect. In general, it is very difficult to
compute the apparent contact angle analytically. A numerical computation might be
useful[25]. However, in some special situation, as shown in Fig. 6.4, the solid surface
is made rough by periodic pillars with flat tops. If we assume there is air trapped
between the pillars under the liquid, the air can be considered as a material with
Young’s angle pi[7]. Then, for the contact line in Fig. 6.4, the apparent contact angle
will be given by
cos θa =
r
ε
cos θY − (1− r
ε
).
This equation can be used to characterize the super-hydrophobicity of a textured
rough surface.
From these examples, we could see that the equation (3.24) is quite general and
can be useful in many cases. For example, the equation can be used to understand
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Fig. 6.4. A rough surface with periodic pillars: the top view (left) and the side view (right).
many experimental results[19, 28]. The key information from the equation is that both
the geometric and chemical properties must be averaged on a contact line to give the
correct value for the apparent contact angle. This is not known in literature. However,
there are some restrictions in usage of the formula. Firstly, the equation (3.24) relies
on a knowledge of the position of the contact line, usually which is not known a
priori. In this case, we need some estimations or computations for the location of a
contact line. Secondly, the equation is derived from a stationary wetting problem. It
might need to be adapted for dynamic problems where the apparent contact angle
also depends on velocity[13, 21].
7. Conclusion. In this paper, we derive a new formula for the macroscopic
contact angle by a two-scale asymptotic homogenization approach. The new equation
implies that both the geometric and chemical properties must be averaged on a contact
line to give the correct value for an apparent contact angle. The formula can be
reduced to a modified Wenzel equation for geometrically rough surface and a modified
Cassie equation for chemically rough surfaces. Unlike the classical Wenzel and Cassie
equations, the modified equations correspond to local minimizers of the energy in
the system and can be used to understand the important contact angle hysteresis
phenomena. We prove the homogenization result rigorously by a variational method.
The difficulty to prove this result is that the solution of the original problem might not
be unique. The key idea of our proof is to construct an auxiliary energy minimizing
problem for each solution and to estimate the energy directly. We also discuss how
to use the new formula in practices, e.g. when studying the contact angle hysteresis
phenomena.
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